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1. OFFLINE WEB ADMIN

1.1 GENERAL

The Database of iPECS can be configured using the Offline Web Admin service. The Offline Web
Admin provides same functions as the Online Web Admin service so that the database in the
system can be managed in user-friendly environment using MS Internet Explorer. In addition,
Speed Dial data can be modified and imported from the excel file.

1.1.1 PC/Browser

MS Internet Explore 5.5 or higher is recommended.
MS Windows2000 or WindowsXP is recommended.
64MB or more RAM is recommended.

NIC (Network Interface Card).

1.1.2 Web Browser setting

Web browsers may store (cache) a copy of the iPECS Offline Web pages into a cache memory.
The Web browser may use these copies to provide a “quick view”. If the Web page has been
altered by data entered in Station Admin or a file upgrade, the copy will be out-of-date and could
cause unexpected system operation. To assure proper page views and data entry, the browser
can be set to eliminate the use of the cached pages.

Run MS Internet Explore in your PC and click “Tool”

Click “Internet Options”

Internet Options @E
zeneral Security | Privacy | Content || Connections | Programs || Advanced

Home page
/‘ To create home page tabs, bype each address onits own line.
LAY -
i about:blank

Use current ] [ Use default H Use blank

Brawsing history

Delete temporary files, histary, cookies, saved passwards,
-
v and web form information,

Delete... ] [ Settings ]

Search

: Change search defaults, Settings
7

Tabs

Change how webpages are displayed in Settings

kabs,

Appearance

Colors ][ Languages ][ Fants ][ Accessibility ]

[ [ae ][ Cancel ][ Apply ]

Figure 1.1-1 MS Internet Explore Options General Menu
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+  Click “Settings” in Temporar

Internet files

Temporary Internet Files and History Settings gl

Temporary Inkernet Filgs

Internet Explorer stores copies of webpages, images, and media
for Fasker wiewing laker,

Check Far newer versions of stored pages:
() Every time I visit the webpage
O Ewvery time I start Internet Explorer
() Automatically
(:) Mever
Disk space to use (G - 1024ME): 250 |~
(Recommended; 50 - 250ME)

Current location:

CWDocuments and Settings WuserWLocal Settings ™ Temparary
Internet FilesY

Mowe Folder, . ] [ Wiew objects l l Wien files

Hiskary

Specify how many days Internet Explorer should save the lisk
of websites vou have visited,

Days to keep pages in hiskary: 2

| oK, | l Cancel l

Figure 1.1-2 MS Internet Explore Settings Menu

+  Check “Every visit to the page” and click “OK”

1.2 OFFLINE WEB ADMIN OPERATION

1.2.1 Install Program

The following file will be located in the Installation directory.

U datal.cab

@ datal.hdr

U dataz.cab

U engine32.cab
@ layout, bin
setup.ibt
:}isetup.ini

@ setup.inx

@ setup.isn
@UserGUide.pdf

+  Click “setup.exe” file for starting install sequences.

1-2
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Step 1. Welcome Window.

iPECS OWA - InstallShield Wizard

Welcome to the InstallShield Wizard for iPECS DWA

The Insl will inztall iPEC your computer. To continue, clic

2

Cancel

Iresteal I5hield < Back ”

Click “Next”

Step 2. Customer Information Window

iPECS OWA - InstallShield Wizard

Customer Information

Fleas r pour information.
1 your name and the name of t
User Mame:

Caompany Mame:

PECS

|nstallShield < Back ” Mest = Cancel

@ LG-ERICSSON 2
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+ Enter User name and Company Name and Click “Next”
Step 3. Select Install Directory Configuration.

iPECS OWA - InstallShield Wizard

Setup Type

Sele

1 wart installed. Recommended for advanced

Inestel I5hield ’ < Back ” Mest » l Cancel

Complete: Offline Web Admin program will be installed default directory
= C:\Program Files\iPECS OWA
Select: User can Select Install Directory.

Step 3.1 Select Install Directory (if user selected “Select” in Step 3)

@ LG-ERICSSON 2
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iPECS OWA - InstallShield Wizard

Choose Destination Location

Select folder where setup will inst

| oo ]

InstalIShield l < Back ”

+ If you want to change install directory, click “Change”

Choose Folder

Please select the installation folder,
Path:
C:WProgram Files WPECS OWA

Directories:

(=13 Program Files
=) Adobe
=) AEC
=) AhnLab
=) AutoCAD R14
(=) BCORE
|5 Business Objects
-7 CE Rem-:utele Toals

[

[

|

H

[ O, l [ Cancel

+ Select Directory and Click “OK”, user can see install directory is changed selected directory,
and then click “Next”

Step 4. Install Start

@ LG-ERICSSON 2
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iPECS OWA - InstallShield Wizard

Ready to Install the Program

The wizard iz ready to beqgin installation.

2 any of pour installation set ncel to exit the

Cancel

InstialIShield l < Back ”

+ Install configurations are okay, click “Install”.
Step 5. Install Start

iPECS OWA - InstallShield Wizard

Setup Status

figuring pour

InestanlIShield

Step 6. End of install program

@ LG-ERICSSON 2
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iPECS OWA - InstallShield Wizard

InztallShield Wizard Complete

The Ir

Cancel

InstialIShield < Back ”

+  Click “Finish”

1.2.2 Remove Program

Step 1. Select Program add / remove in control panel.

B Add or Remove Programs

%ﬂ Currently installed programs: [ Show updates Sart byv: | Mamne 3 |
h

R_earT'ngoi;r @ Crystal Reports Basic Korean Language Pack For Visual Studio 20065 Size 17.51ME ™
Programs

i5 Data Access Objects (DAC) 3.5

E £ Hangul PUTTY version 0.60 Size  3.69MB
y

5 High Definition Audio Driver Package - KES35111

add Mew =
Programs (Gl INISafeiWeb 6.0 Size 2 09MB
ﬁ! INISafeeb 7.0 (SFilker +1.0)
@ m InstallShield % Size  74¢,00ME
“iﬂfﬁ‘deor&?e ? iPECS DWA
Companents

ask I 04
@ To change this program or remove it from wour computer, click Change or Remove.

Set Program
Accessand Bl ocacuiebProcMS_DE

Defaults
|£:] Jawa(TM) 6 Update 16 Size 97 .66MB

b

+  Select “IPECSOffAdm” and Click “Change/Remove”

Step 2. Select Option

@ LG-ERICSSON 2
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iPECS OWA - InstallShield Wizard

Welcome

tadify, repair, or rem he program.

Inestel I5hield ’ < Back ” Mest » Cancel

«  Select “Remove” and Click “Next”

Step 3. Complete

iPECS OWA - InstallShield Wizard

Uninstall Complete

Cancel

InstallShield < Back ”

@ LG-ERICSSON 2
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1.2.3 Start Offline Web Admin

To start Offline Web Admin program, click iPECSOffAdm’ in “iIPECS P5” menu as below figure.

» Bin LIC5

v,

Accessaries
AhrLat
Games
L5 Software

Startup

'_fé Internet Explorer

;—5 Windows Search
i Wireshark
B8 adobe Reader 2

qg'% msnmsgqr.ese

hokepad

) (K]

| Calculakor

Cy
[

2003

‘WinMerge

Wiireshark,

B e

All Programs

' start

fe Internet
L Inkernet Explaorer

J‘.:)_—l E-mail
)| Microsoft Office Outl

Microsaft Office Exce

Microsoft OFfice Pow

opencapbure_wl,3.3

€&

M

'Te':‘!;:

Microsaft Office

Microsaft Office Live Add-in
‘WinPcap

Advantech LabTool

Microsaft Developer Mebwork,
Microsaft SOL Server 2005
Microsoft Yisual Studio 2005
Microsoft Windows SDK w604
Mulki-Edit &

MeoPDM Client

Tarkaise5SYM

Windows Live

WinMerge

Token 2

InstallShield

1JCS Client

Solarwinds TFTP Server
Phontage

Mead & Company
TeamViewer 5

iPECS P35

ﬁ| Log OFf @| Disconnect k

| Mulki-Edit - [protdat...

b

3

3 B recsos

| B D:nstalshic (= LGHEP

If a user click “IPECSOffAdm’, Offline System tray icon will be located at the left bottom of

screen.

Click Left or Right button on the Offline System tray icon, User can see the following Offline

Web Admin Menus.

@ LG-ERICSSON 2



imr=C= Release 5
Offline Web Admin Issue 1.0

Zonfig

IPECS-Micro OFfline Admin Stark
IPECS-504 OFfline Admin Start
iPECS-S0B  OFfline Admin Skart
iPECS-S0E  OFfline Admin Skart
iPECS-100 OFfline Admin Skark
IPECS-300  Offline Admin Skark
IPECS-600  OFfline Admin Sktart
PECS-1200 Offline Admin Start

1.2.3.1 Configuration
The Offline Web Admin has one configuration item, which is HTTP server port number for Offline
Web Admin. There are two selections. One is “80” (default value), the other is “8080”.

Click “Config”

Web Server Config E'

Web Server Port Number : g0 -

Cancel ‘

If a port number is selected once, it is saved to windows registry so that the Offline Web Admin will
be started with the saved port number from next access.

@ LG-ERICSSON 2
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1.2.3.2 Start Offline Web Admin Service
The IPECS system has eight systems. There is “IPECS-Micro”, “iPECS-50A", “IPECS-50B”,
“IPECS-50E”, “iPECS-100", “iPECS-300”, “iPECS-600" and “iPECS-1200".
iIPECS-Micro = click “iIPECS-Micro Offline Admin Start”
iIPECS-50A = click “IPECS-50A Offline Admin Start”
iIPECS-50B =» click “iIPECS-50B Offline Admin Start”
iPECS-50E = click “IPECS-50E Offline Admin Start”
iIPECS-100 =» click “iPECS-100 Offline Admin Start”
iPECS-300 =» click “iPECS-300 Offline Admin Start”
iIPECS-600 =» click “iPECS-600 Offline Admin Start”
iIPECS-1200 = click “iIPECS-1200 Offline Admin Start”

If the Offline Admin is started successfully and a user clicks the Offline Web Admin tray icon, the
following menu will be displayed.

10 IF Addr : 150,150, 150,31

Edit Speed Dial

Edit Metworking Table
Add Device

Save Database
Default Setking

Delete Password

DE Capacity Expansion
Skop Offline Admin

Help
Abouk

Qi

In the above picture, “iIPECS-300 IP Addr : 150.150.150.31” means the iIPECS-300 Offline Web
Admin can be started with User PC’s IP address (150.150.150.31) and port number (80).
To start the Offline Web Admin, just click “iPECS-300 IP Addr : 150.150.150.31",. then the

following MS Explorer will be displayed.

@ LG-ERICSSON 2
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{= iPEGS Weh Services - Windows Internet Exploren

—

‘Q_’j”i"_j" - |g, http: /{150,150, 150,31 findesx. hkm V| LIRS |Na\-'er | 2 -

© Flle Edit View Favortes Tools  Help

W [?iPECS Web Services l_l @ - B @ " [hPage - '@ Tocls ~ )

iPECS-300

Station Program Admin ¢ ntenance

IDone € Internet H100% v

@ LG-ERICSSON 2
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1.2.3.3 Stop Offline Web Admin Service

There are two methods to stop the Offline Web Admin. One is to click “Stop Offline Admin” for just
stopping the Offline Web Admin service, after a while, user can restart the Offline Web Service
again. The other is to click “Quit” for leaving the Offline Web Admin Program.

If a user clicks “Stop Offline Admin,” user can start offline server again.

iPECS-300 IP Addr @ 150.150.150,31

Edit Speed Dial

Edit: Metworking Table
Add Device

Save DataBase
Default Setting

Delete Password

DE Capacity Expansion

Stop Qffline Admin

@ LG-ERICSSON 2
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1.2.3.4 Save DataBase

A User can click “Save DataBase” to save DB data for next modification.

If a user doesn't save working database to offline system by click "Save Database" menu, current
working data would be disappeared when offline system is stop or quit. So if a user wants to
reserve current working DB for next modification, click "Save DataBase" menu in offline system.

If a user wants to delete saved DB data, click “Default Setting” menu in offline system. This
operation has effect after a user click “Stop Offline Admin” -> “IPECS-100/300/600 Offline Admin
Start” menu, after then a user can see inited DB.

iPECC3-300 IP Addr @ 150.150.150.31

Edit Speed Dial

Edit Metworking Table

add Device

Defaulk Setting g
Delete Password

DE Capacity Expansion

Stop Offline Admin

Help
Abok

Quit

@ LG-ERICSSON 2
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1.2.3.5 Delete Password

In IPECS Web Administration, there are three different user levels (user level, admin level,
maintenance level) and passwords of each level can be assigned. If a user wants to delete
passwords of all levels, click "Delete Password" menu in offline system.

iPECCS-300 IP Addr @ 150.150.150.31

Edit Speed Dial

Edit Mebworking Table
Add Device

Save DatabBase
Default Setking

DE Capacity Expansion
Skap OFfline Adrmin

Help
Abouk

Quit

Delete Password

Do wou want to delete passwords of all levels?

[uger. admin, maint level]

Delete Cancel

@ LG-ERICSSON 2
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1.2.3.6 Offline Web Admin Data Modification

DB upload: use File Upload web page

DB download: use DB download web page

It is recommended that a user upload a same version of DB file with Offline Web Admin.

Unless some newly added admin fields are displayed and saved with uncorrect value because of
difference of DB version between Offline Program and uploaded DB file. If a user wants to view
and save normally, click “Save Database” -> “Stop Offline Admin” -> “iIPECS-100/300/600 Offline
Admin Start” menu after DB upload. After this operation, a user can see and save correct values to
newly added admin fields. This operation has same effect that MFIM system reset after DB upload.
But please remember. If you click “Save Database” menu, at that time DB preserved until you click
“Default setting” even though you quit Offline Program.

All admin features and the contents of web pages in the Offline Web Admin are same as Online
Web admin except for the following features.

1. SMDR features

2. System upgrade

3. Appliances upgrade
In Offline web admin, a user can’t upgrade System or Appliences even if a user upload upgrade
rom image to the Offline web admin.
If a user clicks improper web pages, the following page will be displayed.

A iPECS Web Services - Microsoft Internet Explorer

EBX

File Edit View Favorites Tools Help

Address | €] http:(192.168.122.159(a_index.htm

:
CE

|

‘ P ——. P —

| —mcrFeCs H | S/W Upgrade ! ¥ Log Out
|

|

DB Version-3.0Ca Offline Web Admin does not Support this feature
MFIMIGS961-5.0Ca SEPIOE
Boot Version-

If a user changes “Nation code” in System ID (PGM 100), all DB will be initialized.

If a user initializes “Station Data” in Initialization (PGM450), Flex buttons data (PGM115) will be
initialized when a phone is register to the online MFIM system.

@ LG-ERICSSON 2
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1.2.4 Add Devices

This feature is used for adding iIPECS modules like LIP Phones, SLTM, BRIM, etc to the Offline
Web Admin Database as real modules are added to the Offline Web Admin, but those modules are
not real, but just stored as DB data only. So this feature is used for pre-configuration before
installing the iPECS System.

Notice: Always VolP is added first and just once because MFIM100/MFIM300 has a VolP module
in itself and VolP must have MAC Address same as MFIM100/300. MFIM600 doesn’t have VolP
module. If you want to register NIPP G/W in case of iPECS-50A/B/E, then select “50-A NIPP G/W”,
or “50-B NIPP G/W”, or “50-E NIPP G/W”.

Cf) “50-A NIPP G/W” is include VoIP 4 port, MISC 4 port, VSF 6 port, LGCM 4 port, SLT 2 port.
And “50-B NIPP G/W” is include VolIP 4 port, MISC 4 port, VSF 6 port, BRIM 4 port, SLT 2 port.
And “50-E NIPP G/W” is include VolIP 8 port, MISC 4 port, VSF 6 port, LGCM 4 port, SLT 2 port.

Click “Add Device”

iPECCS-300 IP Addr @ 150,150.150.31

Edit Speed Dial

Edit Mebworking Table

Save DataBase g
Default Setting

Delete Password

DB Capacity Expansion

Skap OFfling Adrmin

Help
Abouk

it

@ LG-ERICSSON 2
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Select Device 5TA | |uP-ao4owD |
Mumber of devices |1 ﬂ

[ Use Yirtual MAC

MAC Address |333333333333

Max Port |

| Add Devices Close

Device Add Result

Device Add [1] LIP-8040LD == Success

Select device type and insert MAC Address and click “Add”.

If a user wants to use virtual MAC Address instead of real MAC Address, a user should
check “Use Virtual MAC”.

A user can select number of device to register when device type is same.

In this case, “Use Virtual MAC” will be checked automatically.

If a user wants to register UCS client, a user should register UCS server previously.

If a user wants to register Phontage/UCS client/SIP Phone, a user should save ID/PWD in
PGM442 previously.

Confirm adding result in System & Device IP Address Plan (PGM 102~103) menu.

@ LG-ERICSSON 2
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23 iPECS Web Services - Microsoft Internet Explorer

File Edit ‘iew Favorites Tools Help

EEX
3

Address @ http:{{192.168.122.159/a_index.htm

| Administration

v | EYGo

8 Log Out

-Save
MFIM/E IP Address :|10.10.10.2 -

[ FindPoM |

MFIM/E Sub Net Mask : [255.265.0.0 [ Capacityoverview |
Router IP Address :|1 0.10.10.1 |
Syster IP Range : [10.10.10.10 |-[10.10.254.254
Systera Sub Net Iask : |255.255.0.0
LB LY Autoraatic IP Assign :
System&Device IP(102-103 Second System IP Address :
Second Syster Net Mask :|255.255.0.0
Firewall IP Address : [0.0.0.0 |
First MAC Range : (000000000000 |- [oooooooooooo |
Second MAC Range :[000000000000 -[oooooooooooo |
MFIM/E LAN2 Master IP Address : |1.2.3.4
MFIM/E LAN2 Slave IP Address :[1.2.3.5
DNS IP Address :[0.0.0.0
[ | Find || ShowHiddenltem |
Order(t 1)/Seq/SVC| rine |Logical Num(t 1) Type |DEV IDMAC Address(t 4)|IP Address(t 4)NETARP|I
CO Gateway
’ ] o YVOIP
r 1-6 aw | 97 [RRERERRRRIE! 10,10,10.10 L |oFF|l
STA
Phone
i ‘ 4 ‘ ‘ r ‘ 100 (suanu‘ 202 ‘ 333333333333 \ 10,10,10,13 ‘ L ‘OFF‘I
MISC Gateway
i | 2 ’ ‘ r ‘ 1-10 ‘Ngf\,‘:‘ 9 ‘ 220292999992 ’ 10.10.10,11 | L ‘OFF‘I
VSF Gateway
i ‘ 3 ‘ ‘ r ‘ 1-8 e \ 8 ‘ 220002200022 ’ 10.10,10,12 ‘ L ‘OFF’I

@ LG-ERICSSON 2
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1.2.5 Edit System Speed Dial

The Offline Web Admin supports to edit Speed Dial data, read from and save to the excel file.

iPECCS-300 IP Addr @ 150,150.150.31

Edit Metwarking Table !

Add Device

Save DataBase
Default Setting

Delete Password

DE Capacity Expansion
Stop OFfline Admin

Help
Ahauk

it

Edit Speed Data

Operation

Speed Mo Speed Mame T Line Tvpe O Mumber Phone Mumber ”~
2000 Mane B
2001 Maone

2002 Mone

2003 Mane

2004 Maone

2005 Mone

2006 Mane

2007 Mane

2008 Mone

2009 Mone

2010 Mane

2011 Mone

2012 Mone

2013 Mane

2014 Mone

2015 Mone

2016 Mane

2017 Maone

2018 Mone

2019 Mane

2020 Maone

2021 Mone

2022 Mane

O3 Rlnne !

@ LG-ERICSSON 2
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To enter or change values, click each cell to modify. [Tab] and [Enter] key can be used to move to
the next cell. There are six operations provided by the Speed Editor.

If a user want to apply Speed Data in a sheet which is loaded from excel or changed in the 'Edit
Speed Data' window to working offline system, a user have to click "Save To DB" menu(see below
section 1.2.5.4), then changed data would be reflected to the working offline system.

On the other hand, if a user want to read Speed Data from working offline system, a user have to
click “Load From DB” menu(see below section 1.2.5.3), then Speed Data in a sheet would be
changed to the Speed Data of working offline system.

1.2.5.1 Clear Speed Data

Clear all Speed Data in a sheet.

Edit Speed Data
o akion

e C0 Line Type 0O Number Phone Murber ~

Mone B
Mane
Load From DB None
Save to DB Mane
Mone
Load From Excel Maone
Save ko Excel Mone
ZN None
2005 Mone
2009 Mone
2010 Maone
2011 Mone
201z Mane
2013 Mone
2014 Mane
2015 Mone
2016 Mane
2017 Mone
2015 Mane
z019 Mone
2020 Mone
2021 Maone
2022 Mone

] Rlnna Y

1.2.5.2 Change Speed Range

Allow to change the Clear all Speed Data in a sheet.

Speed Data

e 0 Line Type 0 MNurmber Phone Murmber ~

Mone B
Maone
Load From DE Mone
Save to DE Mane
Mone
Load From Excel Maone
Save to Excel Mone
Iy MNone
2005 Mone
2009 Mane

@ LG-ERICSSON 2
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Edit Speed Data

Operatian

Speed Mo | Speed Mame | 0 Ling Tvpe | C O Murmber | Phone Mumber | ~
2000 Mone B
2001 Mone

200z s )

2003 Speed Range Change Pl |

2004

2005

2008

2007 Source : 2000 — |4999

2008

2009

2010 Destination : IEI]I]I]

2011

20z

2013

2014 Change Cancel

2015

2018

2017

2018 Tane

z019 Mone

2020 Mone

2021 Mone

2022 Mone 3
N3 Mlmre !

Source: speed start and end number in Speed No of sheet.
Destination: destination start number

This feature is used for converting speed data from a MFIM to the other MFIM.

Ex) current Speed No range : 200 - 299
Source : 200 - 220
Destination : 1000
Result -> 1000 -1020(changed speed num), 221-299(not changed num)

@ LG-ERICSSON 2
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1.2.5.3 Load From DB

Delete all Speed data and read speed data from working

Edit Speed Data

offline system

Cperation
Clear Speed Data = | 0 Line Type O Mumber | Phone Murnber 5
Change Speed Range Mone B
Mane
Load From DE Maone
Save to DB Mane
Mone
Load From Excel Mone
Save to Excel Mone
Pl la MNone
2005 Mone
2009 Mone
2010 Maone
2011 Mone
201z Mane
2013 Mone
2014 Mane
2015 Mone
2016 Mane
2017 Mone
2015 Mane
Z019 Mone
2020 Mone
2021 Maone
2022 Mone K
s Rlrna —

1.2.5.4 Save to DB

Save Current Speed data to working offline system

Edit Speed Data

Clear Speed Data = CC Line Type 0 Murnber Phione Mumber ~
Change Speed F.ange Mone b
MNone
Load From DE Maone
MNone
MNone
Load Fraom Excel Mane
Save to Excel Mane
o Mone
2005 Mone
2009 [ane
2010 Mone
2011 [Nane
2012 MNone
2013 MNone
F014 MNone
2015 MNone
Z016 lone
2017 MNone
2015 [ane
2019 Mone
2020 [ane
2021 Mone
2022 [ane e
273 Plmme —
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1.2.5.5 Load From Excel

Read speed data from excel file.

Edit Speed Data
Operation

Clear Speed Data
Change Speed Range

Load From DE
Save ko DB

Load From E:

Save ko Excel

=]

O Line Type

CO Murmber

s a by

2003
2009
2010
2011
2012
2013
2014
2015
2018
2017
2018
2019
2020
2021

2022
73

Mone
Mone
Mone
Mone
Mane
Mone
Mone
Mone
Mone
Mone
Mone
Mane
Mone
Mone
Mone
Mone
Mone
Mone
Mone
Mone
Mone
Mone

Maone
[T TaTol

Phone Mumber | 4_\

1.2.5.6 Save to Excel

Save speed data to excel file.

Edit Speed Data

Operakion

Clear Speed Data
Chanoe Speed Range

Load From DE
Save ko DB

Load From Excel

Save ko Excel

-]

0 Line Type

C0 Murmber

(515

2008
2009
2010
2011
2012
2013
2014
2015
2018
2017
2018
2019
2020
2021

2022
73

Mone
Mone
Mane
Mone
Mone
Mone
Mone
Mane
Mone
Mone
Mone
Mone
Mone
Mone
Mane
Mone
Mone
Mone
Mone
Mone
Mone
Mone

Mane
Blrne

Phone Mumber #
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1.2.6 Edit Networking Table

The Offline Web Admin supports to edit Networking Table, read from and save to the excel file.

Edit Metworking Table

iPECS-300 IP Addr @ 150.150.150.31

Edit: Speed Dial

Add Device

Sawve DataBase
Default Setting

Delete Password

DB Capacity Expansion
Stop Cffline Admin

Help
about

it

Operation

Index | Syskem sage Mumbering Plan Code Metwarking CO Group | ~
0 MET 255

1 MET 255

Z MET 255 3
3 MET 255

4 MET 255

5 MET 255

& MET 255

7 MET 255

i MET 255

9 MET 255

10 MET 255

11 MET 255

12 MET 255

13 MET 255

14 MET 255

15 MET 255

16 MET 255

17 MET 255

15 MET 255

19 MET 255

20 MET 255

21 MET 255 w
< | >
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To enter or change values, click each cell to modify. [Tab] and [Enter] key can be used to move to
the next cell. There are five operations provided by the Networking Table Editor.

If a user want to apply Networking Table Data in a sheet which is loaded from excel or changed in
the 'Edit Networking Data' window to working offline system, a user have to click "Save To DB"
menu(see below section 1.2.6.3), then changed data would be reflected to the working offline
system.

On the other hand, if a user want to read Networking Data from working offline system, a user
have to click “Load From DB” menu(see below section 1.2.6.2), then Networking Table Data in a
sheet would be changed to the Networking Table Data of working offline system.

1.2.6.1 Clear Networking Data

Clear all networking table data in a sheet.
Edit Metworking Table

=Hic
Clear Metworking Data Mumbering Plan Code Metworking CO Group
255
Load From DE o5
2ave to DB 755
255
Load From Excel s5g
Save bo Excel 755
=1 MET 255
7 MET 255
i MET 255
9 MET 255
10 MET 255
11 MET 255
12 MET 255
13 MET 255
14 MET 255
15 MET 255
16 MET 255
17 MET 255
15 MET 255
19 MET 255
20 MET 255
21 MET 255 "
< >
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1.2.6.2 Load From DB

Delete all networking table data and read networking table data from working offline system

Edit Metworking Table

Qperation
Clear Metworking Data Murnbering Plan Code Mebworking CO Group | ~
Load From DB
Sawve to DB
Load From Excel
Save to Excel
=] MET
7 MET
g MET
9 MET
10 MET
11 MET
12 MET
13 MET
14 MET
15 MET
16 MET
17 MET
15 MET
19 MET
20 MET
21 MET Z
< | 3

1.2.6.3 Save to DB

Save Current networking table data to working offline system

Edit Metworking Table

Qperation
Clear Metworking Data Murnbering Plan Code Metwaorking CO Group | ~
255
Load From DB o
Save to DB 755
255
Load From Excel oog
Save bo Excel 755
3 HET 255
7 MET Z05
i) MET 255
9 MET 255
10 MET Z05
11 MET 255
12 MET 255
13 MET Z05
14 MET 255
15 MET 255
16 MET 255
17 MET 255
15 MET 255
19 MET 255
20 MET 255
21 MET 255 s
< | &
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1.2.6.4 Load From Excel

Read networking table data from excel file.

Edit Metworking Table

Operation
Clear Metwarking Data | Mumbering Flan Code Metwaorking CO Group | ~
255
Load From DB o
Save to DB 255
255
Load Fram Ex 755
Save bo Excel 2585
3 HET 255
7 MET Z05
i) MET 255
9 MET 255
10 MET Z05
11 MET 255
12 MET 255
13 MET 255
14 MET 255
15 MET 255
16 MET 255
17 MET 255
15 MET 255
19 MET 255
20 MET 255
21 MET 255 s
< | &

1.2.6.5 Save to Excel

Save networking table data to excel file.

Edit Metworking Table

Operation
Clear Metworking Data Mumbering Plan Code Metwiorking CO Group | ~
255
Load Fram DE J58
2ave to DB 755
255
Load From Excel s5g
255
=1 MET 255
7 MET 255
5] MET 255
] MET 255
10 MET 255
11 MET 255
12 MET 255
13 MET 255
14 MET 255
15 MET Z05
16 MET 255
17 MET 255
18 MET Z05
19 MET 255
20 MET 255
21 MET Z05 "
< | >
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1.2.7 DB Capacity Expansion

This feature is used for expand DB capacity with Offline Web Admin. If a user used
iIPECS100/300/600, but a user wants to use more devices i.e gateway or phone with current DB,
then a user can expand DB capacity with this feature. This feature isn’'t supported in iPECS-50A,
iPECS-50B, iPECS-50E and iPECS-1200.

iPECS-300 IP Addr @ 150.150.150,31

Edit Speed Dial

Edit Metworking Table
Add Device

Save DataBase
Default Setting

Delete Password

DB Capacity Expansion
Skap Offline Adrin

Help
Abouk

it

DB Capacity Expansion @

DB capacity to expand IiPECS-Bl]I] :J

Original DB File lC:NDataWDB_ALBI]I].adm Select File

Target Directory lc;u[)ata Select Dir
DB Expansionl Exit |

Select System Type to expand the capacity.
Select a DB file to expand.

Select a target directory.

Press “DB Expansion” button.

hwobhpE
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After above operations, a user can find out “EXDB300.adm” or “EXDB600.adm” file in target
directory (“EXDB300.adm” is used in iPECS-300 system, “EXDB600.adm” is used in iPECS-600
system, “EXDB600.adm” is wused in iPECS-1200 system). Then upload expanded DB
file(EXDB300.adm/EXDB600.adm/EXDB1200.adm) to the Online MFIM system and press ‘SAVE’
button in web admin page [System&Device IP(102~103)] and reset the MFIM.

If a user wants to change some admin fields before apply to Online MFIM system, start Offline
Program by clicking “iIPECS-600 Offline Admin Start” in case of “EXDB600.adm”. And upload
“EXDB600.adm” file to the Offline web admin, and then click “Save Database” -> “Stop Offline
Admin” -> “iIPECS-600 Offline Admin Start”. After then a user can view and save with the expanded
DB correctly. After a user change expanded DB file, download DB file in offline web admin, and
upload to the Online MFIM system and reset the MFIM.

In case of DB migration from Phase 3 DB to Phase 5 DB with same capacity, it is recommended to
follow above operations. If a user upload Phase 3 DB file to the Phase 5 Offline web admin, a user
should click “Save Database” -> “Stop Offline Admin” -> “IPECS-100/300 Offline Admin Start”. This
operation has same effect that MFIM system reset after DB upload. By this operation, newly added
admin fields initialied normally.

When a user applys expanded DB to online MFIM system, 5.0Cc or higher version of MFIM
system is recommended.
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